
Best 
Management 
Practices for 
Construction 
Sites 

Simple Guidelines to 
Prevent Degradation to 
Waters of the State 

What the Level I EPSC 
Inspector Inspects 

Silt Fence - On contour, properly 
trenched, proper application, 
maintenance/repairs. 

Construction Entrance– Proper 
length, width, & depth, correct stone 
size, geotextile fabric underlayment, 
proper application , functioning 
properly. 

Inlet Protection– County approved, 
proper installation, properly 
maintained, secondary protection if 
needed. 

Trash– Receptacles on-site, trash 
properly disposed of, evidence of 
discharge in storm sewer system. 

Concrete Washout– accessible, 
properly installed, visible/signage, 
maintained. 

Illicit Discharge– at all site outfalls, 
waters of the State, objectionable 
color contrast. 

Bradley County Stormwater  

Phone: 423-728-7102 

E-mail: stormwater@bradleycountytn.gov 

Website: bradleycountytn.gov 

 

Quick Facts: 

• Construction activities can result in soil loss of 
150-200 TONS per acre-year in stormwater 
runoff. 

• BMP’s are the key parameter for  
successful water quality protection. 

• Proper installation of Erosion  
Prevention and Sediment Control measures 
will save time & money. 

• Failure to protect waters of the state will  
impact the use classification;  
resulting in decrease of property values. 

• Violations of the Bradley County Stormwater 
Policy could result in a civil penalty of not less 
than fifty dollars ($50.00) or more than five 
thousand dollars ($5,000) per day for each day 
of violation (TCA 68-22-1106). 

TN Erosion Prevention & Sediment  
Control Handbook:  

https://tnepsc.org/handbook.asp  

Bradley County Stormwater Policy  
https://bradleycountytn.gov/departments/

planning/stormwater/  

Construction General Permit: 
https://tnepsc.org/2021_CGPpdfs/Permit.pdf 

https://tnepsc.org/handbook.asp
https://bradleycountytn.gov/departments/planning/stormwater/
https://bradleycountytn.gov/departments/planning/stormwater/
https://tnepsc.org/2021_CGPpdfs/Permit.pdf


Who is Responsible &  
What is required? 

The site owner and/or developer is responsible for 
compliance with water quality laws.  

Contractors are required to sign on to the state 
Notice of Coverage (NOC). If a contractor fails to 
sign on to the developer’s NOC, the developer can 
be held accountable for any  permit violations. 

Prior to land disturbing activity or permit issuance, 
developers must provide Bradley County 
Stormwater the following: 

 Land Disturbance Permit Application, 

 TDEC Septic permit or Letter of Intent from 
Sewer provider, 

 TDEC Permit—if 1 acre or more of land 
disturbance, stream or wetland disturbance, or 
other special conditions exist, 

 Site plans including EPSC plans,  

 SWPPP (Stormwater Pollution Prevention Plan), 

 SCM Maintenance Agreement for all SCM’s 
included in plans. File at Register of Deeds 
Office. 

Pollution Prevention Tips 

Site owners should work with contractors and 
subcontractors to prevent discharge of pollutants 
directly or indirectly into the storm drainage 
system. 

 Properly install BMP’s as required on plans. 

 Store chemicals according to package 
directions. 

 Dispose of chemicals properly. 

 Follow construction sequence of events. 

 Complete 2x weekly/72-hour inspections.  

 Maintain site BMP’s. 

 Clean up trash on –site daily. 

 Do NOT burn trash. 

 Clean up spills immediately. 

 Remove mud/debris from roadway 
immediately. 

 Work with sub contractors to prevent damage 
of BMP’s. 

 Keep pollutants at least 50’ (feet) away from 
drainage structures. 

 Proper use of concrete washout. 

Potential Pollutants 

 Sediment. 

 Trash & construction debris. 

 Pesticides & fertilizers. 

 Oil, fuel, & lubricants. 

 Hazardous chemicals & metals. 

Proper  BMP  
Installation is Key! 

BMP’s prevent pollutants from entering the storm 

drainage system and ultimately waters of the State.  

The TN Erosion & Sediment Control Handbook 

provides instructions on how to properly design and 

install BMP’s. 

Failing to properly install or maintain BMP’s is a 

waste of time and money. Improper installation and 

maintenance can delay or cause site inspection 

failure issued during the Building Department 

Inspections, and enforcement or penalties in 

accordance with the Stormwater Policy. 

Common Problems 

 Land disturbance without a permit. 

 Failing to properly design, install, and maintain 
BMP’s. 

 Contractors and subcontractors damaging or 
destroying installed BMP’s. 

 Failing to complete 72-hour self inspections and 
failure to make corrections (See CGP 5.5.3.11.) 

 Failing to dispose of all trash/waste generated 
on site. 

 Tracking mud and debris onto the roadway; 
failing to remove it immediately. 


